72                     GALVANIZED IRON.

renewal of boxes, repairs of furnace, etc., is 2$, ^
to 3-y. per ton. Where the output of the gal-
vanizing works requires the use of two furnaces it
is more economical to build a pair, as the respective
cost is not so great.

The approximate cost of a double annealing
furnace, to take in lo-feet 6-inch boxes, would be
^450, including roof and overhead traveller.

The covers of the boxes should be of wrought
iron, i inch thick, and the following are the most
useful sizes.

For sheets up to 8 feet long by 30 inches wide:

8  feet 6 inches by 3 feet, by 3 feet 6 inches  deep,
inside measure.

For sheets up to 10 feet long by 30 inches wide :
10 feet 6 inches by 3 feet, by 3 feet 6 inches deep,
inside measure.

The approximate weights are 48 cwt. and
60 cwt., respectively.

The dishes will do of either cast or wrought
iron, and the approximate weights in the latter
material are 55 cwt. and 70 cwt. respectively.

It is advisable to have covers and dishes of both
sizes. The 8-feet 6-inch will do the bulk of the cor-
rugated sheets required, and up to 2 feet 9 ' inches
wide. The lo-feet 6-inch box should be kept for

9  and lo-feet sheets, as it is not advisable  to an-
neal 6-feet sheets in a  xo-feet 6-inch box,  as the
top of the cover is liable to "sag" if unsupported.